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通信アプリケーションとケーブル規格 

ケーブル規格 通信アプリケーション 

ClassD, CAT5, 5e 100BASE-T, Token Ring 100 Mbits/s, PoE+ 

ClassE, CAT6 (250 MHz) ATM LAN 1.2 Gbs, 1000 BASE-T 

ClassEA, CAT6A (500 MHz) 10GBASE-T, ファイバチャネル 2Gbs,4Gbs 

ClassF (600 MHz) FC-100 GB/s 

ClassFA (1000 MHz) CATV アプリケーション 
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ケーブル規格 カテゴリー(TIA)とクラス(ISO) 

＊Cat 6AはClass EA(500MHz)となります。 
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Cat5/6/6a試験：測定器に求められる条件（測定確度）  

ISO/IEC 61935-1より抜粋： 
ClassEA(Cat6A相当)ケーブルの試験には測定確度レベルⅢe以上の測定器が必要 
 

5 Field test measurement requirements for electrical properties 
5.1 Introduction 
This clause applies to field test specifications for post-installation performance measurements of installed cabling  
designed in accordance with ISO/IEC 11801 (or equivalent). 
The information contained in this clause uses the links defined in ISO/IEC 11801 (or equivalent),  
and specifies parameters for field testers, test methods and interpretations of test results,  
leading to a practical solution to the issues related to field testing. Classes of twisted pair cabling links referred to herein 
correspond with those described in ISO/IEC 11801 (or equivalent). 
Field test equipment is classified by performance level.  
Currently Levels I, II, IIE, III, IIIe and IV are used in the industry.  
This clause specifies requirements for field test equipment used to certify class D, E, EA, F and FA  
cabling as defined in ISO/IEC 11801. 
• Level IIE test equipment or better is required to test class D cabling; 
• Level III test equipment or better is required to test class E cabling; 
• Level IIIe test equipment or better is required to test class EA cabling; 
• Level IV test equipment or better is required to test class F and FA cabling.  
This clause specifies in detail 
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ワイヤーエキスパート WX4500の測定確度 

ワイヤーエキスパート WX4500は第三者機関であるIntertek ETLよりLevel Ⅲe、Ⅳ、Ⅴ(ドラフト)

の測定確度を持っている事を認定されています。 


